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Model No.
Power Capacity

KVA

Rated Input

Current

A

Rated Output

Current

A

Applicable Motor

kW HP

3-Phase :380V ， 50/60Hz Range: -15% ～ +30%

1.5 3.4 2.5 0.75 1

3 5.0 4.2 1.5 2

4 5.8 5.5 2.2 3

6 11 9.5 3.7 、4 5

8.9 14.6 13 5.5 7.5

11 20.5 17 7.5 10

11 20.5 17 7.5 10

17 26 25 11 15

21 35 32 15 20

24 38.5 37 18.5 25

30 46.5 45 22 30

40 62 60 30 40

57 76 75 37 50

57 76 75 37 50

69 92 91 45 60

85 113 112 55 70

114 157 150 75 100

134 186 176 90 125

160 220 210 110 150

231 310 304 160 210

240 355 350 185 250

250 382 377 200 260

280 430 426 220 300

355 475 470 250 330

396 535 520 280 370

445 610 600 315 420

500 665 650 355 470

192 260 253 132 175

565 785 725 400 530

623 865 800 450 600

FR500-4T-0.7G/1.5PB

FR500-4T-1.5G/2.2PB

FR500-4T-2.2G/4.0PB

FR500A-4T-4.0G/5.5PB

FR500A-4T-5.5G/7.5PB

FR500A-4T-7.5GB

FR500A-4T-7.5G/011PB

FR500A-4T-011G/015PB 

FR500A-4T-015G/018PB

FR500A-4T-018G/022PB

FR500A-4T-022G/030PB

FR500A-4T-030G/037PB

FR500A-4T-037GB

FR500A-4T-037G/045P

FR500A-4T-037G/045PB

FR500A-4T-045G/055P

FR500A-4T-045G/055PB

FR500A-4T-055G/075P

FR500A-4T-055G/075PB

FR500A-4T-075G/090P

FR500A-4T-075G/090PB

FR500A-4T-090G/110P

FR500A-4T-090G/110PB

FR500A-4T-110G/132P

FR500A-4T-132G/160P

FR500A-4T-160G/185P

FR500A-4T-185G/200P

FR500A-4T-200G/220P

FR500A-4T-220G/250P

FR500A-4T-250G/280P

FR500A-4T-280G/315P

FR500A-4T-315G/355P

FR500A-4T-355G/400P

FR500A-4T-400G/450P

FR500A-4T-450G

Nameplate

Power Input

Rated Input Voltage(V) 3 Phase 380v(-15%~+30%)

Rated Input
Frequency(Hz)

50Hz/60Hz,±5%

Power Output

Rated Output
Voltage(V) 0V~Uin,Error<±3%

Rated Output
Frequency(Hz)

0.00~600.00Hz;Unit:0.01Hz

Load

Types Of Motor
Single-phase asynchronous motor,
Three-phase asynchronous motor

Single-phase asynchronous motor,Three-phase 
asynchronous motor,Three-phase permanent 
magnet synchronous motor

Control Mode Speed, torque Speed, torque , position

Motor Parameters 1 Group 2 Groups

Control
Characteristics

Control Mode
V/F Control
Sensor-less Vector Control 1
Sensor-less Vector Control 2

V/F Control
Sensor-less Vector Control 1
Sensor-less Vector Control 2
Close-loop Vector Control

Speed Range
1:50(V/F Control), 1:100(Sensor-less Vector Control 1)
1:200(Sensor-less Vector Control 2)
1:1000(Close-loop Vector Control)

Speed Control
Precision

Speed Fluctuation

Torque Response

�

Start

�

Torque
0.5Hz:150%(V/F Control, Sensor-less Vector Control 1)
0.25Hz:150%(Sensor-less Vector Control 2)
0.0Hz:180%(Close-loop Vector Control)

� �

� �

� �

Basic

�

Function

Carrier

�

Frequency 0. 7kHz 16 kHz

Overload Capacity 150% Rated Current 60s, 180% Rated Current 10s, 200% Rated Current 1s

Torque

�

Boost Auto Torque Boost, Manual Torque Boost 0.1%~30%

� � � � �

V/F

�

Curve Three Models: Straight Line; Multi-point; NTh-type V/F Curve

� � � �

Acceleration and
Deceleration Curve

Straight line or S curve acceleration and deceleration mode.
Four kinds of acceleration and deceleration time
Ramp time range: 0.0~6000.0s 

DC

�

Brake
DC brake start frequency: 0.00~Max frequency, DC brake time: 0.0s~10.0s, 
DC brake current: 0.0%~150%

Run

Command

�

Source Given the control panel, control terminal, serial communication port given

� � � �

Frequency Given 9 kinds of frequency

�

sources

Input

�

Terminal
7 Switch input terminals, one way to make high speed pulse input Support NPN and 
PNP 3 channel analog inputs, including 2 way 0-10V/0-20mA voltage and current 
options,a way to support -10 ~+10 V input

�

� � �

Output

�

Terminal

�

� � � � � � � � � �

�

2 way switch output terminal, which supports a maximum road speed 100kHz pulse output 
2 relay output terminals 2 analog output terminal, and optional voltage and current

Featured
Function

Parameters  copy,  parameters  backup,  flexible  function  code  shown  and  hidden,  reliable  speed  search, 
timing  control,  fixed- length  control  function  and  counting  function,  14  group  of  fault  records,  over  
voltage  stall,  under  voltage  stall,  power-on  restart, restarting  function,  the  motor  temperature  protection 
function,  frequency  control  operation  ,  high  accuracy  of  torque  limiting, Sensor-less torque control

� � � � � � � � � �

� �

� �

� � � � � � � �

Protection
Function

Provide adozen fault protection : over-voltage, over-current,under-voltage, over-temperature, overload,etc

� � � � � �

Environment

Operation Place
Indoors, no direct sunlight, no dust, no corrosive gases, no flammable gases, 
no oil mist, no water vapor, no water drop and salt, etc

Altitude 0~2000m Derate 1 % for every 1 00m when the altitude is above 1000 meters

Ambient
�

Temperature

Others

Installation Wall-mountingor flang mounting

IP

�

Grade IP20

�Cooling

�

Method Forced air cooling

� �

� 10ms(Sensor-less Vector Control 2)

~

±0.5%(V/F Control), ±0.2%(Sensor-less Vector Control 1 & 2)
±0.1%(Close-loop Vector Control)

±0.3%(Sensor-less Vector Control 1 & 2)
±0.1%(Close-loop Vector Control)

-1 0 ~ 40 °C (when environment temperature is in 40 ~ 50°C, please derating use.)

Specification

Item FR500A series FR510A series

� �

� �

Inverter
Inverter



30-450kw structure diagram

0.2-2.2kw structure diagram

FR500-4T-0.7G/1.5PB

FR500-4T-1.5G/2.2PB

FR500-4T-2.2G/4.0PB

FR500A-4T-4.0G/5.5PB

FR500A-4T-5.5G/7.5PB

FR500A-4T-7.5GB

FR500A-4T-7.5G/011PB

FR500A-4T-011G/015PB 

FR500A-4T-015G/018PB

FR500A-4T-018G/022PB

FR500A-4T-022G/030PB

FR500A-4T-030G/037PB

FR500A-4T-037GB

FR500A-4T-037G/045P(B)

FR500A-4T-045G/055P(B)

FR500A-4T-055G/075P(B)

FR500A-4T-075G/090P(B)

FR500A-4T-090G/110P(B)

FR500A-4T-110G/132P

FR500A-4T-132G/160P

FR500A-4T-160G/185P

FR500A-4T-185G/200P

FR500A-4T-200G/220P

FR500A-4T-220G/250P

FR500A-4T-250G/280P

FR500A-4T-280G/315P

FR500A-4T-315G/355P

FR500A-4T-355G/400P

FR500A-4T-400G/450P

FR500A-4T-450G

3-Phase:380V, 50/60Hz  Range:-15%～+30%

External and installation dimensions(mm)

Model NO. Weight(Kg)Installation

Hole
W W1 H H1 D

80 

116.6 

146 

198 

300 

500 

540 

620 

700 

60

106.6 

131

183

200245 

200

310 200

310 200

400 300

300

340

400

500

200

186.6 

249

300

410

485

620

650

750

855

924.5

996

1025.5

190

176.6 

236

287

391

466

601

620

724

822

896

963

988.5

167

175

177

185

200

226

280

350

300

320

380

390

390

6

4.5

5.5

5.5

7

7

9.5

11.5

11.5

12

12

12

14

1.34

2.5

3.9

6.2

11.8

15

26

45

68

112

120

195

Inverter Inverter
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