Product data sheet
Characteristics

LC1D80BD

TeSys D kontaktor - 3P(3 NA) - AC-3 - <= 440

V 80 A -24 V DC bobin

Price*: 5301.00 TRY

4

Ana
Seri TeSys
Uriin ad TeSys D
TeSys Deca
Uriin ya da bilesen tipi Kontaktér
Uriin grubu LC1D
Kontaktoér uygulamasi Motor kontrol
Direng yuku
Kullanim kategorisi AC-1
AC-4
AC-3
AC-3e
Kutup tanimi 3P
Kutup kontak diizenleme 3 NA

[Ue] nominal galisma voltaji

Glg devresi: <= 300 V DC 25...400 Hz
Glg devresi: <= 690 V AC

[le] nominal galisma akimi

125 A 60 °C) -de <= 440 V AC AC-1 igin gl devresi
80 A 60 °C) -de <= 440 V AC AC-3 icin gli¢ devresi
80 A 60 °C) -de <= 440 V AC-3e icin gui¢ devresi

Motor giicu kW

Motor giicu hp

22 KW -de 220...230 V AC 50/60 Hz (AC-3)
37 KW -de 380...400 V AC 50/60 Hz (AC-3)
45 KW -de 415...440 V AC 50/60 Hz (AC-3)
55 KW -de 500 V AC 50/60 Hz (AC-3)

45 KW -de 660...690 V AC 50/60 Hz (AC-3)
45 KW -de 1000 V AC 50/60 Hz (AC-3)

15 KW -de 400 V AC 50/60 Hz (AC-4)

7,5 Hp -de 120 V AC 50/60 Hz igin 1 faz motorlar

15 Hp -de 230/240 V AC 50/60 Hz igin 1 faz motorlar
30 Hp -de 200/208 V AC 50/60 Hz i¢in 3 faz motorlar
30 Hp -de 230/240 V AC 50/60 Hz i¢in 3 faz motorlar
60 Hp -de 460/480 V AC 50/60 Hz i¢in 3 faz motorlar
60 Hp -de 575/600 V AC 50/60 Hz i¢in 3 faz motorlar

Kontrol devresi tipi

DC standart

Kontrol devresi gerilimi

Yardimci kontak diizenleme

24V DC
1NA+1NK

[Uimp] nominal darbe dayanim voltaji

8 KV 'e uygunlEC 60947

Asiri gerilim kategorisi

[Ith] klasik agik hava termik akimi

10 A -de <60 °C igin sinyalleme devresi
125 A -de <60 °C igin gii¢ devresi

Irms nominal kapama kapasitesi

140 A AC igin sinyalleme devresi 'e uygunlEC 60947-5-1
250 A DC igin sinyalleme devresi 'e uygunlEC 60947-5-1
1100 A -de 440 V igin gui¢ devresi 'e uygunlEC 60947
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The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitability

reliability of these products for specific user applications.

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein. *Prices are indicative


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Nominal kesme kapasitesi

1100 A -de 440 V igin gli¢ devresi 'e uygunlEC 60947

[lcw] nominal kisa siireli dayanma akimi

640 A -de <40 °C - 10 s igin gug devresi
990 A -de <40 °C - 1 sn igin gli¢ devresi
135 A -de <40 °C - 10 min igin gli¢ devresi
320 A -de <40 °C - 1 min igin gli¢ devresi
100 A - 1 sn igin sinyalleme devresi
120 A - 500 ms igin sinyalleme devresi
140 A - 100 ms igin sinyalleme devresi

ligili sigorta degeri

10 A gG icin sinyalleme devresi 'e uygunlEC 60947-5-1
200 A gG -de <= 690 V koordinasyon tip 1 i¢in gu¢ devresi
160 A gG -de <= 690 V koordinasyon tip 2 i¢in gli¢ devresi

Ortalama empedans

0,8 MOhm - Ith 125 A 50 Hz igin gli¢ devresi

[Ui] nominal yalitim voltaji

Glg devresi: 600 V CSA sertifikali

Glg devresi: 600 V UL sertifikali

Glg devresi: 1000 V 'e uygunlEC 60947-4-1
Sinyalleme devresi: 690 V 'e uygunlEC 60947-1
Sinyalleme devresi: 600 V CSA sertifikali
Sinyalleme devresi: 600 V UL sertifikali

Elektrik dayaniklilig

0,8 Mcycles 125 A AC-1 Ue'de <= 440V
1,5 Mcycles 80 A AC-3 Ue'de <= 440 V
1,5 Mcycles 80 A AC-3e Ue'de <= 440 V

Kutup basina gug¢ dagilimi

Koruyucu kapak

5,1 WAC-3
12,5 W AC-1
5,1 WAC-3e

lle

Montaj destegi

Plaka
Ray

Standartlar

Uriin sertifikalari

CSA C22.2 No 14
EN 60947-4-1
EN 60947-5-1
IEC 60947-4-1
IEC 60947-5-1
UL 508

GOST

RINA

GL

DNV

CSA

CccC

uL

LROS (Lloyds register of shipping)
BV

Baglantilar - terminaller

Kontrol devresi: vida kelepgesi terminalleri 2 kablo(lar) 1...2,5 mm?esnek ile
Kontrol devresi: vida kelepgesi terminalleri 1 kablo(lar) 1...2,5 mm?2esnek ile
Kontrol devresi: vida kelepgesi terminalleri 1 kablo(lar) 1...4 mm?2esnek kablo ug-
suz

Kontrol devresi: vida kelepgesi terminalleri 2 kablo(lar) 1...4 mm?2esnek kablo ug-
suz

Kontrol devresi: vida kelepgesi terminalleri 1 kablo(lar) 1...4 mm?2kati kablo ugsuz
Kontrol devresi: vida kelepgesi terminalleri 2 kablo(lar) 1...4 mm?2kati kablo ugsuz
Gug devresi: konnektor 1 kablo(lar) 4...50 mm2esnek kablo ugsuz

Gug devresi: konnektor 2 kablo(lar) 4...25 mm2esnek kablo ugsuz

Gug devresi: konnektor 1 kablo(lar) 4...50 mm2esnek ile

Gug devresi: konnektor 2 kablo(lar) 4...16 mm2esnek ile

Glg devresi: konnektor 1 kablo(lar) 4...50 mm?2kati kablo ugsuz

Gug devresi: konnektor 2 kablo(lar) 4...25 mm?kati kablo ugsuz

Sikma torku

Kontrol devresi: 1,2 N.m - (izerinde vida kelepgesi terminalleri - tornavidayla diz-
@6 mm

Kontrol devresi: 1,2 N.m - lzerinde vida kelepgesi terminalleri - tornavidayla Phi-
lips No 2

Gug devresi: 12 N.m - izerinde konnektdr - tornavidayla diz @ 6 - @ 8 mm

Gug devresi: 12 N.m - izerinde konnektdr altigen 4 mm

Kontrol devresi: 1,2 N.m - Gizerinde vida kelepgesi terminalleri - tornavidayla po-
zidriv No 2

Calisma suresi

Guvenlik guvenilirlik dizeyi

95...130 msn kapama
20...35 msn agma

B10d = 1369863 cycles nominal ylklu kontaktor ‘e uygunEN/ISO 13849-1
B10d = 20000000 cycles mekanik yikli kontaktor 'e uygunEN/ISO 13849-1

Mekanik dayaniklilik

4 Mcycles

Maximum operating rate

3600 Cyc/H -de <60 °C
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Tamamlayici

Bobin teknolojisi

Yerlesik slipresér modiliu olmadan

Kontrol devresi gerilim limitleri

0,1...0,3 Uc -40...70 °C diisme DC
0,85...1,1 Uc -40...55 °C ¢alisma DC
1...1.1 Uc 55...70 °C galisma DC

Zaman sabiti

W cinsinden kalkis glicu

75 Ms
22 W 20 °C)

W cinsinden tutma gli¢ tiketimi

22 W -de 20 °C

Yardimci kontak tipi

Sinyalleme devre frekansi

Tip mekanik olarak baglantih 1 NA + 1 NK 'e uygunlEC 60947-5-1
tip ayna kontak 1 NK 'e uygunlEC 60947-4-1

25...400 Hz

Minimum anahtarlama akimi

5 MA igin sinyalleme devresi

Minimum anahtarlama gerilimi

17 V igin sinyalleme devresi

Cakismama suresi

Yalitim direnci

1,5 Ms enerji kesmede NK ve NA kontagdi arasinda
1,5 Ms enerjilemede NK ve NA kontagi arasinda

> 10 MOhm igin sinyalleme devresi

Ortam

IP koruma derecesi

IP20 6n yiiz 'e uygunlEC 60529

Iklimsel dayanim

Koruyucu bakim

'E uygunlACS E10
TH 'e uygunlEC 60068-2-30

Kirletme derecesi 3
Calisma icin ortam hava sicakligi -40...60 °C
60...70 °C deger kaybi ile
Depolama ortam kosullari -60...80 °C
Calisma yuksekligi 0...3000 m

Yangina dayaniklilik

850 °C 'e uygunlEC 60695-2-1

Mekanik dayaniklilik

Titresimler kontaktér acgik: 2 Gn, 5...300 Hz
Soklar kontaktor agik: 11 msn igin 8 Gn
Titresimler kontaktoér kapali: 3 Gn, 5...300 Hz
Soklar kontaktor kapali: 11 msn igin 10 Gn

Yukseklik 127 Mm
Genislik 85 Mm
Derinlik 186 Mm
Uriin agirhg 2,59 Kg
Paketleme Uniteleri
Birim paket turt 1 PCE
Paketteki birim sayisi 1
Paket agirhgi (Lbs) 2,579 Kg
Paket 1 Yikseklik 11,0Cm
Paket 1 genisligi 16,2 Cm
Paket 1 Uzunluk 21,7Cm
Birim paket tiri 2 S02
Paketteki birim sayisi 2 2
Paket 2 Agirhigi 5,466 Kg
Paket 2 Yikseklik 15,0 Cm
Paket 2 genisligi 30,0 Cm
Paket 2 Uzunluk 40,0 Cm
Birim paket turl 3 P06
Paketteki birim sayisi 3 32
Paket 3 Agirhgi 97,7 Kg
Paket 3 Yukseklik 77,0 Cm
Paket 3 genisligi 60,0 Cm
Paket 3 Uzunluk 80,0 Cm
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Sardurdlebilirlik Teklifi

Surdurilebilir teklif durumu Green Premium Griind

REACh Dizenlemesi 2

REACh, SVHC icermez Evet

EU RoHS Direktifi Uyumlu &

Toksik agir metal icermez Evet

Civa icermez Evet

RoHS muafiyet bilgileri 7

Cin RoHS Duizenlemesi 7]

Cevre Beyani &

WEEE Uriin, Avrupa Birligi pazarlarinda ézel atik toplama ilkelerine uygun sekilde atilma-

lidir ve higbir suretle ¢op kutularina birakilmamalidir.

PVC icermez Evet

Soézlesme garantisi
Garanti 18 months

Schneider
4 Electric


https://download.schneider-electric.com/files?p_enDocType=REACh+Declaration&p_Doc_Ref=LC1D80BD_REACH_DECLARATION&p_FileName=LC1D80BD_REACH_DECLARATION_TR_tr-TR.pdf
https://download.schneider-electric.com/files?p_Doc_Ref=LC1D80BD_ROHS_DECLARATION&p_FileName=LC1D80BD_ROHS_DECLARATION_TR_tr-TR.pdf
https://download.schneider-electric.com/files?p_enDocType=RoHs+Declaration&p_Doc_Ref=LC1D80BD_ROHS_DECLARATION&p_FileName=LC1D80BD_ROHS_DECLARATION_TR_tr-TR.pdf
https://download.schneider-electric.com/files?p_enDocType=RoHS+China+Declaration&p_Doc_Ref=LC1D80BD_ROHS_CHINA_DECLARATION&p_FileName=LC1D80BD_ROHS_CHINA_DECLARATION_TR_tr-TR.pdf
https://download.schneider-electric.com/files?p_enDocType=Product+environmental&p_Doc_Ref=ENVPEP110205EN
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Dimensions

Drawings

LC1D80BD
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(1)  Minimum electrical clearance

LC1 D80 and D95
a 85

b1 with LAD 4BB3 -

with LA4 DF, DT-

c without cover or add-on blocks 181

with cover, withgd88&dd-on blocks

c1 with LAD N (1 contact) 204

with LAD N or C|@216r 4 contacts)

c2 with LA6 DK10 221

c3 with LAD T, R, S 229

with LAD T, R, §

2B sealing cover

Schpeider
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Connections and Schema

| Product Life Status : Ticari




