Product data sheet
Characteristics

LV516342
Easypact CVS - CVS160F TM125D devre
kesici- 4P/3d

Price*: 5513.00 TRY

Ana

Uriin serisi Easypact CVS100...250
Uriin ya da bilesen tipi Devre kesici
Uriin grubu CVS160F
Cihaz uygulamasi Dagitim

Kutup tanimi 4P

Korumali kutup agiklamasi 3d

Notr konum Sol

Toprak kagagi korumasi Yok

[In] nominal akim 125 A-de 40 °C
Derece kodu F

Sebeke tipi AC

Kesme kapasitesi

36 KA Icu -de 440 V AC 50/60 Hz 'e uygunlEC 60947-2
36 KA Icu -de 380/415 V AC 50/60 Hz 'e uygunlEC 60947-2
70 KA Icu -de 220/240 V AC 50/60 Hz 'e uygunlEC 60947-2

Kullanim kategorisi

Kategori A

Agma birimi adi

Agma birimi teknolojisi

TM-D
Termik Manyetik

Agma birimi derecesi

125 A-de 40 °C

Koruma tir(

Asiri yik koruma (termik)
Kisa devre korumasi (manyetik)

Tamamlayici

Sebeke frekansi 50/60 Hz

Kontrol tipi Gegis

Montaj Tipi Sabit

Montaj destegi Arka plaka

Ust baglanti On

Asagi baglanti On

Baglantilar - terminaller Vidali baglanti

[Uimp] nominal darbe dayanim voltaji 8 KV 'e uygunEN/IEC 60947-2
Termik Koruma Ayar Araligi 87,5...125 A

[lcs] nominal hizmet kesme kapasitesi

Mekanik dayaniklilik

18 KA -de 440 V AC 50/60 Hz 'e uygunlEC 60947-2
36 KA -de 380/415 V AC 50/60 Hz 'e uygunlEC 60947-2
70 KA -de 220/240 V AC 50/60 Hz 'e uygunlEC 60947-2

25000 Cycles

Elektrik dayaniklilig

12000 Cycles 415 V In 'e uygunlEC 60947-2
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The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitability

reliability of these products for specific user applications.

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein. *Prices are indicative


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Baglanti arahg:

35 Mm

Kontak konum gostergesi

Evet

Notr koruma ayari

Korumasiz (3d)

Uzun sureli agma ayar tipi Ir Ayarlanabilir
Uzun sireli agma ayar araligi 0,7..1x1In
Uzun sureli gecikme ayar tipi Sabit
Anlik agma ayar tipi li Sabit
Anlik agma ayar araligi 1.250 A
Yikseklik 161 Mm
Genislik 140 Mm
Derinlik 86 Mm
Uriin agirhg 2,3Kg
Ortam
Elektrikli sok koruma sinifi Sinif ll
Standartlar IEC 60947-2
EN 60947-2
Uriin sertifikalari IEC
GOST
IP koruma derecesi IP40

Kirletme derecesi

Calisma icin ortam hava sicakhgi

3 'e uygunlEC 60664-1
-25...70 °C

Depolama ortam kosullari -50...85 °C
Paketleme Uniteleri

Birim paket trQ 1 PCE
Paketteki birim sayisi 1

Paket agirhgi (Lbs) 2,3 Kg
Paket 1 Ylkseklik 13,6 Cm
Paket 1 genisligi 14,5 Cm
Paket 1 Uzunluk 19,0 Cm
Birim paket tlrt 2 S03
Paketteki birim sayisi 2 4

Paket 2 Agirlig 11,2 Kg
Paket 2 Yikseklik 30,0 Cm
Paket 2 genisligi 30,0 Cm
Paket 2 Uzunluk 40,0 Cm
Paket 3 Yikseklik 30Cm

Sardurdlebilirlik Teklifi

Surdurdlebilir teklif durumu

Green Premium UrinG

REACh Diizenlemesi 7

EU RoHS Direktifi Uyumlu 7y

Civa icermez Evet

RoHS muafiyet bilgileri 7

Cin RoHS Duizenlemesi 7]

Cevre Beyani &

Dongusellik Profili 7

WEEE Uriin, Avrupa Birligi pazarlarinda ézel atik toplama ilkelerine uygun sekilde atilma-

lidir ve higbir suretle ¢op kutularina birakilmamalidir.
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https://download.schneider-electric.com/files?p_enDocType=REACh+Declaration&p_Doc_Ref=LV516342_REACH_DECLARATION&p_FileName=LV516342_REACH_DECLARATION_TR_tr-TR.pdf
https://download.schneider-electric.com/files?p_Doc_Ref=LV516342_ROHS_DECLARATION&p_FileName=LV516342_ROHS_DECLARATION_TR_tr-TR.pdf
https://download.schneider-electric.com/files?p_enDocType=RoHs+Declaration&p_Doc_Ref=LV516342_ROHS_DECLARATION&p_FileName=LV516342_ROHS_DECLARATION_TR_tr-TR.pdf
https://download.schneider-electric.com/files?p_enDocType=RoHS+China+Declaration&p_Doc_Ref=LV516342_ROHS_CHINA_DECLARATION&p_FileName=LV516342_ROHS_CHINA_DECLARATION_TR_tr-TR.pdf
https://download.schneider-electric.com/files?p_enDocType=Product+environmental&p_Doc_Ref=ENVPEP110231EN
https://download.schneider-electric.com/files?p_enDocType=End+of+life+manual&p_Doc_Ref=ENVEOLI1102031EN

Sdzlesme garantisi

Garanti 18 months

' Product Life Status : Ticari
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